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Overview 

- Double-click ‘NVTManagement.exe” to Run the program 

 

1. Scanning the NVT (Network Video Transmitter) that are connected to the local network 

2. Changing the selected NVT network setting information 

 

 

< NVTManagement – Initial Page > 

 

Button 

- “NVT Scan” button: scanning the NVTs that are connected to the local network 

- “Clear” button: clearing the list of the scanned NVTs 

- “Delete ARP table” button: deleting the MAC and IP address tables on the PC 

(Use in case that it is required to delete the tables that the PC manages after changing 

the NVT information) 

- “NVT setting” button: changing the information of the selected NVTs (two or more) 



1. NVT scan 

 

- “NVT Scan” button: scanning the NVT that are connected to the local network 

- “Clear” button: clearing the list of the scanned NVTs 

- Sorting function: click the tab (Model Name, MAC address, IP address, Web port, A/V 

port) 

 

 

< NVTManagement – Scanning > 

 



2. NVT network setting information change 

 

- Selecting an NVT: click an NVT out of the scanned NVTs 

- Changing the information: change the network information on the part “Network 

Setting” (Red dot range) 

- “Apply” button: click the button after finishing 

- Click the button “OK” on the Confirmation Dialog Box and type the ID and password 

on the Authentication Dialog Box (Initial value: root / pass) 

  

< NVTManagement – Selecting > 

 

 < Confirmation Dialog Box – Network information change > 

 



 < Authentication Dialog Box - Network information change > 

 

  

< NVTManagement – Network information change message (state tab) > 

 



 

< NVTManagement – Network information completion message (state tab) > 

 

 

The technical support of the product provider can be supplied for changing two or more 

NVTs network setting information by “NVT setting” button. 


